
ASR
SPIRAL MIXER WITH 
DUMPING ON TWO SIDES PROFESSIONAL

CAPACITY(kg)

•200
•250

•300
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ASR

TECHNICAL DATA

MOdELLO ASR 200 ASR 250  ASR 300 
kg 10/200 15/250 20/300
kg 6/125 9/150 12/185
lt 4/75 6/100 8/115
lt 285 380 470
% 50 50 50

rpm 86/170 86/170 86/170
rpm 9/18 9/18 9/18
kw 4.6/7.4 7.1/12.1 7.1/12.1
A 27.5/16 44/26 44/26

mm 48 60 60
Overall Height (unloading position “L”)   A mm 3000 3000 3000
Max. Unloading Height B mm 1780 1780 1730
Min. Unloading Height C mm 1180 1130 1080
Overall Unloading Height (unloading position “C”)                 D mm  2400 2400 2400
Overall Length E mm 1710 1820 1920
Bowl Lip Height (machine on ground)  F mm 1010 1040 1060
Overall Height (machine on ground) G mm 2840 2840 2840
Net Weight Kg 1580 1670 1720
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Dough Capacity (min./max) * 
Flour Capacity (min./max) * 
Water Capacity (min./max) * 
Bowl Volume 
Min. Hydration % (water/flour) 
Tool Rotation Speed (low/high speed) 
Bowl Rotation Speed (low/high speed) 
Installed Power (low/high speed) 
Absorbed Power (230V/400V) 
Spiral Diameter 


